
Proper es

• Synthe c Paper

• Microporous Structure

• Durable

• Bondable

• Printable

• Secure

Applica ons

• GHS Compliant Labels

• BS5609 Cer ed Labels

• Drum / Pallet / Shipping

• Medical / Pharmaceu cal

• Iden ca on / Safety / Warning

Printability

• Laser

• Inkjet

• Thermal Transfer

 Resdur® 

Hi-Tack Permanent Adhesive (PCC17)

87gsm Clay Coated Kra  Liner

 Overview

This self-adhesive Resdur® is a durable 

labelstock, designed to withstand the 

harshest of environments.

Accredited with BS5609 Se on 2 this material is ideal for 

applica ns where reliability ma . A matt white 

facestock combined with a hi-tack permanent adhesive 

combines to form a product built to last.

Printable with all trad al prin ng methods ensures 

that one material can be u sed across a range of 

printers for u mate versa ity.

Balzer Bildungskonzepte GmbH

Am Tennisplatz 12

D-21684 Stade

T: +49 (0) 4141/9899-0        

E: info@balzer-online.de             W: www.balzer-online.de

Resdur® Technical Datasheet



PL01 

PCC 17 

CC 17

BS

SA C

21 C C S A +

S – ” 21 C –

05 

87 C C 1

Typical Proper es* 

178 ±

**A 115 **

E D N/

S S

A

**A **

S S

A

** A 68**

Typical Proper es* 

C ± 3 ± 3

24

N

S S >

Release Values 17.5 ±7.5 Low speed g/25mm
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